
500 Deg F  -  Standard Model Can Be Constructed & Shipped In 2 to 4 Weeks!

Temperature Range: 
Ambient +5°F to +500°F 

Applications:

Curing   
Mold Preheat 
Drying      
Aging
Electronics
Shelf Life

Dimensions:

Internal: 19"W X 18"D X 18"D        
External: 35"W X 32"D X 39"H

Exterior:

Standard Features:

UL Listed Control Enclosures
Designed to NFPS 86
Controls
Circuit Breakers
Illuminated Oven On Switch
Illuminated Heat On Switch
SSR or SCR Power Controllers
High Volume Recirculation Blowers or Fans
Pressure Differential Switches
8 Lb Density Mineral Wool Board Insulation
Painted Exterior
Incoloy Sheathed Heating Elements
Silicone Gaskets
Pressure Relief Latches
Stainless Steel Interior

     Painted Machine Grey

     Interior:
 Aluminized Steel 

Circulation:

Totally Enclosed Fan Cooled (TEFC) 
Custom Build Airflow

One 24" 4 blade fan 
generating 1200 cfm 

Direct drive motors 

Totally Enclosed Fan 
Cooled (TEFC)

Horizontal Airflow

Options:

Stand 
Disconnect Box 
Shelving 
Forced Exhaust 
Recorder
Interior Light, And Many More...

CABINET - BATCH OVEN 
SPEC SHEET

For Information and to Order 
Contact Us At:

323-770-0634   800-574-2748
sales@LRE.com   www.LRE.com

For More Information and to Order Contact Us At: 323-770-0634  800-574-2748   sales@LRE.com 
Visit Our Web Site At:  www.LRE.com

Cabinet - Batch Oven Model BT3.56

QUICK SHIP OVEN - Small Bench Top Size

Industrial Cabinet Oven Model #BT3.56  3.56 Cubic Ft
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