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For Information and to Order
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Temperature 
Working Dimensions Temperature Temperature Pull Down Power 

Model Volume (H X w X D) Range Rise Time Time Required 
Internal 

SD-402 2 Cubic Ft. 
15" X 15" X 16" -17°C to +177°C 

Room Ambient to Room Ambient to 120 V 

External 0
°
F to +350

°
F 

Upper Limit in Lower Limit in 1 Phase 

28" X 43" X 28" 
Approx. 20 Minutes Approx. 18 Minutes 60 HZ 

Internal 

SD-403 3 Cubic Ft. 
16" X 20" X 18" -17°C to + 1 77°

C 
Room Ambient to Room Ambient to 220 V 

External 0°F to +350°F 
Upper Limit in Lower Limit in 1 Phase 

28" X 49" X 28" Approx. 20 Minutes Approx. 18 Minutes 60 HZ 

Internal 

SD-405 5 Cubic Ft. 
20" X 20" X 22" -17

°C to +177
°
C 

Room Ambient to Room Ambient to 220 V 

External 0°F to +350°
F 

Upper Limit in Lower Limit in 1 Phase 

32" X 49" X 32" Approx. 20 Minutes Approx. 18 Minutes 60 HZ 

Internal 

SD-408 8 Cubic Ft. 
24" X 24" X 24" -17°C to +177

°
C 

Room Ambient to Room Ambient to 220 V 

External 0
°
F to +350°

F 
Upper Limit in Lower Limit in 1 Phase 

34" X 53" X 34" 
Approx. 20 Minutes Approx. 18 Minutes 60 HZ 

Internal 

SD-502 2 Cubic Ft. 
15" X 15" X 16" -3 7

°
c to + 1 n°c 

Room Ambient to Room Ambient to 120 V 

External -35
°
F to +350

°
F

Upper Limit in Lower Limit in 1 Phase 

28" X 43" X 28" 
Approx. 20 Minutes Approx. 35 Minutes 60 HZ 

Internal 

SD-503 3 Cubic Ft. 
16" X 20" X 18" -37

°
C to +177°C 

Room Ambient to Room Ambient to 220 V 

External -35°
F to +350°

F
Upper Limit in Lower Limit in 1 Phase 

28" X 49" X 28" 
Approx. 20 Minutes Approx. 35 Minutes 60 HZ 

Internal 

SD-505 5 Cubic Ft. 
20" X 20" X 22" -37°C to +177°C 

Room Ambient to Room Ambient to 220 V 

External -35
°
F to +350°F

Upper Limit in Lower Limit in 1 Phase 

32" X 49" X 32" 
Approx. 20 Minutes Approx. 35 Minutes 60 HZ 

Internal 

SD-508 8 Cubic Ft. 
24" X 24" X 24" -37°C to +177°C 

Room Ambient to Room Ambient to 220 V 

External -35°F to +350°F
Upper Limit in Lower Limit in 1 Phase 

34" X 53" X 34" 
Approx. 20 Minutes Approx. 35 Minutes 60 HZ 

Internal 

SD-302 2 Cubic Ft. 
15" X 15" X 16" -65°C to + 177°C 

Room Ambient to Room Ambient to 120 V 

External -85°F to +350°F
Upper Limit in Lower Limit in 1 Phase 

28" X 43" X 28" 
Approx. 20 Minutes Approx. 70 Minutes 60 HZ 

Internal 

SD-303 3 Cubic Ft. 
16" X 20" X 18" -65

°
C to + 177°

C 
Room Ambient to Room Ambient to 220 V 

External -85°
F to +350

°
F

Upper Limit in Lower Limit in 1 Phase 

28" X 49" X 28" 
Approx. 20 Minutes Approx. 70 Minutes 60 HZ 

Internal 

SD-305 5 Cubic Ft. 
20" X 20" X 22" -65

°
C to + 177°

C 
Room Ambient to Room Ambient to 220 V 

External -85
°F to +350

°F
Upper Limit in Lower Limit in 1 Phase 

32" X 49" X 32" 
Approx. 20 Minutes Approx. 70 Minutes 60 HZ 

Internal 

SD-308 8 Cubic Ft. 
24" X 24" X 24" -65

°
C to + 177°

C 
Room Ambient to Room Ambient to 220 V 

External -85
°
F to +350°

F
Upper Limit in Lower Limit in 1 Phase 

34" X 53" X 34" 
Approx. 20 Minutes Approx. 70 Minutes 60 HZ 

Used Refurbished - Warranteed Test Chambers Available at LR Environmental

323-770-0634 800-574-2748    sales@LRE.com     www.LRE.com
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